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TRIPOD TURNSTILES

Calisma

Her iki yonde ayarlanabilir manuel gegis.

Kasa

Cift ayakl, acili kapak AISI 304 kalite paslanmaz celik. Opsiyonel: AISI 316 kalite.
Gdbek ve Kollar

CNC ile istenmis aliminyum dokiim gobek ve polisajli B40x2.5 mm aliminyum kollar.
Opsiyonel: Paslanmaz celik kollar.

Fonksiyonlar

Gegis bilgisi (NC: Normalde kapali veya NO: Normalde agik).

Gegis siresi ayarlanabilme. Hafiza modu. Sesli uyari. Ayarlanabilir gegis yonil.
Mekanizma

AISI 304 kalite paslanmaz gelik. Fail safe (enerji kesintisinde kollar serbest)
Opsiyonel: Fail Lock.

Acil Durum Modu

Yangin ihbar sisteminden gelen sinyal ile kollar bosa doner.

Opsiyonel: Diisen kol.

Indikatdr

Her iki yoinde yonlendirme ledleri. Opsiyonel: Ust kapak.

Calisma Voltaji
100-230 VAC. 47-60 Hz

Giic Tiiketimi

Gegislerde 3.8W, beklemede 4.1W
Calisma Sicakligi

-10°/ +70° Opsiyonel: Isiticr ile -40°
Gecis Hizi

~25 kisi / dakika.

Gecis Araligi

45-50cm

Agirlik

-345kg

Giivenlik Seviyesi

Caydinct.

Kullanim Alanlan

ic ve dis ortam kullanimina uygundur.

Aksesuarlar

Dis ortam kilifi. Kacak gecis ihbar sistemi. Sayac. 2'li buton kontrol dnitesi.

Uzaktan kumanda iinitesi. Paslanmaz gelik alt tabla (plate).
Pleksili okuyucu montaj kiti. Okuyucu montaj aparati. RS232 haberlesme birimi.

Operation

Adjustable manual passage to either direction.

Frame

Two-legged, angular lid, AISI 304 quality stainless steel. Optional: AISI 316 quality.
Core and Arms

CNC-machined, aluminum cast core and polished. @40x2.5 mm aluminum arms
Optional: Stainless steel arms.

Functions

Passage information (NC: Normally close or NO: Normally open).

Passage time. Memory mode. Audio warning. Adjustable passage direction.
Mechanism

AISI 304 quality stainless steel. Fail-Safe (arms drop during power failure)
Optional: Fail Lock.

Emergency Mode

The arms fall down with the signal received from fire detection system.

Optional: Drop arm.

Indicator

Direction LEDS for both directions. Optional: Upper lid.

Operating Voltage

100-230 VAC. 47-60 Hz

Power Consumption

3.8W during passage, 4.1W during standby
Operating Temperature

-10° / +70° Optional: With heater -40°
Passage Speed

~25 persons / minute.

Passage Width

£5-50 cm

Weight

~345 kg

Security Level

Deterrent.

Areas of Use

Suitable for indoor and outdoor use.
Accessories

Outdoor cover. Unauthorized passage notification system. Button control unit.
Remote control unit. Stainless steel bottom plate. Plexiglass reader assembly kit.

Reader assembly apparatus. Meter. RS232 communication unit.
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Detay A
Zemin Baglanti Noktas
Detail A
Ground Mounting Point

Detay B

Kablo Hatti Cikis Noktas
Detail B

Cable Line Out Point
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